[bookmark: _GoBack]Steps How to do :


1. ) Press "Windows Key" and go to "Search Box".
2. ) Type "CMD" or "Command Prompt" dont Run.
3. ) Right Click "CMD" or "Command Prompt" and "Run it as Administrator".
4. ) Type "CD/" Without Quotation mark and Press "Enter".
5. ) Type "netsh int tcp show global" Without Quotation mark and Press "Enter".
6. ) Type "netsh int tcp set global chimney=enabled" Without Quotation mark and Press "Enter".
7. ) Type "netsh int tcp set global autotuninglevel=normal" Without Quotation mark and Press "Enter".
8. ) Type "netsh int tcp set global congestionprovider=ctcp" Without Quotation mark and Press "Enter".
9. ) Your done. 


Steps How to Get back Normal Configuration :


1. ) Press "Windows Key" and go to "Search Box".
2. ) Type "CMD" or "Command Prompt" dont Run.
3. ) Right Click "CMD" or "Command Prompt" and "Run it as Administrator".
4. ) Type "CD/" Without Quotation mark and Press "Enter".
5. ) Type "netsh int tcp show global" Without Quotation mark and Press "Enter".
6. ) Type "netsh int tcp set global chimney=default" Without Quotation mark and Press "Enter".
7. ) Type "netsh int tcp set global congestionprovider=none" Without Quotation mark and Press "Enter".
8. ) Your done. 
