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I. set static ip 

ip 192.168.15.2
sub mask 255.255.255.0
gateway 192.168.15.1
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II. plug utp/lan ng dv 
open winspreader set all fw and lan card then start
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III. plug power adaptor orasan mo ng 1minute

IV. after 1minute remove utp/lan wire then wait 1minute again

V. after 1minute remove power adaptor wait 1minute again

VI. after 1min. plug utp/lan wire and power adaptor

VII. wait 45 secs. iilaw lahat at mapapansin mo yung ilaw ng modem mo patay sindi ng 2secs. interval ang led(pag ganayan ok na modem mo nag fla flash na sya,hintayin mo hangang mag steady lahat ng ilaw,kung wala wifi led lang umi ilaw  back step 1)

That's all!
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Simple & HandyApril 15, 2014 at 7:27 PM
Eto pala. Nakita ko na. Try ko bukas.
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General

You can get I settings assigned automatially i your network supports
this capabiity. Otherwise, you need to ask your network adminstrator
for the appropriate P settngs

Obtain an P address automatically
® Use the follwing IP address:

1P adress: 192.168. 15 . 2
Subnet mask: 255 .25.255. 0

Defauit gateway: 192,168 15 . 1

Obtain DINS server address automatically
® Use the following DNS server addresses:
Preferred DN server:

Alternate DNS server:

[ validate settings upon exit
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1f you want to specfy a partiular network interface, Please selecta
network card
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